
Class Notation: H/M – 100 – A – E, TUG / SUPPLY VESSEL, UMS, DYN (AM)

Main Particulars Performance

Particular Detail Mode Speed MGO Consumption

Flag St. Vincent and the Grenadines Maximum 13.5 kn 16 m3 d-1

IMO 9420007 Service / Economy 10.5 kn 12 m3 d-1

Call Sign J8B5689 Standby Mode — 7.0 m3 d-1

Built 2011 *subject to weather and operating conditions

Length Overall 63.40 m

Length B. P. 56.53 m Tank Capacities

Depth (Moulded) 6.80 m Tank / Medium Capacity

Beam (Moulded) 15.80 m Fuel Oil 700 m3

Design Draft 4.80 m Fresh Water 500 m3

Max Draft 5.50 m Drill Water / W.B. 500 m3

Gross Tonnage 1,943 t Dry Bulk Tanks 200 m3

Net Tonnage 650 t Liquid Mud (incl. rig locker) 380 m3

Deadweight 1,898 t

Dynamic Positioning (DP) System & Navigation Equipment

Machinery & Propulsion Instrument

Component Specification DP Class DP1

Main Engines 2 × Yanmar 8N280-EV (2,500 kW each) System Kongsberg

Ship Service Generators 4 × Caterpillar C18, 465 kW each Magnetic Compass Fitted

Emergency Generator 1 × 99 kW Gyro Compasses Fitted

Bow Thruster 1 × tunnel, 500 kW Radar Fitted

Stern Thruster 1 × tunnel, 500 kW GPS Fitted

Main Propulsion 2 × AGHC-66XF5/4 E3000N / CPP Depth Sounder Fitted

Propellers 2 × CPP (Rolls-Royce) Nav Computer Fitted

VDR Fitted

Deck & Anchor Handling Equipment Watchkeeping Alarm Fitted

Component Details AIS Fitted

Tow / AH Winch 2 × Brattvaag; 150 t pull (stall) / 250 t brake Wind Indicator Fitted

Tow / AH Winch Capacity 1,400 m × ⌀62 mm NAVTEX Receiver Fitted

Tow Pins 1 pair 200 t SWL; Karmøy pins 300 t SWL Talk‑Back Unit Fitted

Shark Jaw 1 × 200 t SWL

Chain Stopper Karmfork, 300 t SWL Communications Equipment

Stern Roller 3.6 m × ⌀1.5 m, SWL 200 t Instrument

Chain Lockers 2 × 60 m3 VSAT Fitted

Capstans 2 × 8 t, hydraulic vertical GMDSS Radio System Fitted

Anchor Windlass Brattvaag, 1 × 6 t SATCOM Fitted

Radiotelephone (SSB) Fitted

Deck Crane Radiotelephone (VHF) Fitted

Crane Rating / Reach Portable VHF Units Fitted

Deck Crane 1 × 3.3 t @ 12 m outreach

Fire-Fighting & Rescue

Cargo Deck Equipment

Parameter Value Firefighting Class FiFi-1

Clear Deck Area 420 m2 FiFi Monitors 2 × 1,200 m3 h-1

Deck Cargo Capacity 625 t Rescue Boat 1 × FRC, 9-person

Liferafts 20 × 4-person (SOLAS)

Accommodation Lifejackets 42

Item Capacity Immersion Suits 28

Total Berths 28

Hospital 1 sickbay

Model / Detail

Model / Detail

Capacity / Rating

BRITOIL CONQUEROR
6,800 BHP | 90 t BP | DP1 AHTS

Details given in good faith but not guaranteed. Owners reserve the right to amend specifications without notification.
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